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%> bUNJAB STATE POWER CORPORATION LIMITED

(Regd. Office : PSEB Head Office, The Mall, Patiala — 147001)
Corporate identity Number U40109PB2010SGC033813 Website: wwwpspcl.in
Phone no. 01881-275289 E-mail : se-hg-ggsstp-ropar@pspcl.in

Press Tender Enq. No. 394 /P-3/EMP-W-12043 dated 09.08.2022.

Dy.Chief €ngineer/ Headquarter (Procurement Cell-3) GGSSTP, Roopnagar
invites Press Tender for Erection of MS pipes used for supply of water to fire
hydrant system at GGSSTP, Rupnagar.

For detailed NIT & Tender Specification please refer to PSPCL website
www.pspcl.in from 10.08.22 from 01 00 P.M. onwards.

Note: - Corrigendum & addertdum, if any will be published online at PSPCL
website www.pspcl.in

(Er. Sunita Rani Aggarwal)
Dy. CE/Headquarter,
GGSSTP, Roopnagar.
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PUNJAB STATE POWER CORPORATION LIMITED
(Regd.Office:PSPCL Head Office, The Mall, Patiala-147001)
(Corporate Identity Number (CIN) i.e. U40109PB2010SGC033813)
(GURU GOBIND SINGH SUPER THERMAL PLANT, RUPNAGAR)

TENDER NOTICE

E-tenders are invited for the under mentioned work from approved contractors registered with PSPCL/PSTCL:

1. Address of issuing authority " Chief Enginesr/GGSSTP —_ S
Procurement Cell-3,
.| VPO. Ghanauli, Roopnagar-140113. (Punjab) 2
P Phone:- 01881-275289 -
2. Open Tender Enquiry No. 39 tt /P-3/EMPW-12043 Dated : @r 5-2.2
' 3. Scope/short description of work | Erection of MS pipes used for supply of water to

Indian Express, Hindustan Times, The tribune, National

‘ fire hydrant system at GGSSTP, Rupnagar
'! » | Tender ;5(Jblication As per standard norms of PSPCL in newspaper like
Herald, Times of India etc

5. |EmD Rs. 7300/~ (Rs. Seven Thousand Three hundred Only)
; through DD in favour of AO/O&M GGSSTP, Rupnagar
payable at Rupnagar

6 Tender document cost | Rs.500 +GST @18% by cash or demand draft drawn in
favour of Accounts officer /O&M, GGSSTP, Rupnagar
payable at Rupnagar !

7. Completion period - . 90 days b 0 aed.
8. | Last date & time, for sale of tender Y- ~22 15+ ", up tor 05,00 P.M
document : 8ot ! D as Wik et s
9 | Date & time up to which tender shall = __22_ S 1300 ¢ upto 11.00 Hrs
be received: lq - JER e Dt g
10 | Date & time of opening of tender : 14~ & = Qq/ up to 11.30 Hrs
11 Paymentin favourof Account Ofﬁcer.’O&M GGSSTP Roopnagar T |
= | id /Contact phone no ) asé.nggsstp@gm’all.-c"b_r_nT§6Z6_1——5_5_52'Bm" T
‘Mods of tendering o | Open tender Pregs'-‘t'eh-d'é'r___ B r e
14 | Asetof tender documents containing detailed technical specifications, General instructions and
terms & conditions can be obtained from Dy.CE/HQR, Procurement Cell-lll, & P.O. Ghanauli,

GGSSTP Rupnagar on payment of Rs.500 +GST @18% by cash or demand draft drawn in favour of
Accounts officer /O&M, GGSSTP, Rupnagar payable at Rupnagar (Ropar) Punjab.

15 Tender of firms who do not purchase the tender documents in advance shail not be opened .

16 1elegraphrcflfaxfema]i-qu(;[aﬁons shall not be accepted. . A
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authority.

, ulation and Abolition
The firm shall have to obtain license under Contract Labogruzi?'ovisions/rules framed
Act-1970 before undertaking the work and shall abide by vario
there under. artment,
The fi i i d with the concerned pep -

e firm shall have valid GST no. and are registere amended for time to time ang
The firm shall comply with all the regulations of ESI act,e
shall keep PSPCL free from any liability arising at any Stég Qe of tender documents to any
CE/O&M GGSSTP Rupnagar reserves the right to refuse o reject any of all offers withoyt
contractor/ firm without assigning any reason and a!ﬁobzoaccepted'
assigning any reason and no claim on this account wi o Fall pat be considered at all.
Tenders received through telegraph, telex, fax of e—malb s holiday, the tenders will be
In case the date of opening of tenders happens to r:e time and place.
received and opened on the next working day at the 52 k-listed or with whom business
Tenders of those firm shall be rejected who are black” di '

li spended by PSPCL. ny other dispute, CE,

?r?aclans?aac:feas:ypdispute ryegarding issue of tender documents or any Bl

i this account shall pe
GGSSTP, Ropar, shall be the final authority and no claim on
accepted.

: ' sed to Dy.CE/Head
Quotation/Tender should be enclosed in double covers 8(1)t1h3 agg{:Siiner o ouyter [tead
Quarter, GGSSTP, PO: Ghanauli, Distt. Ropar (PB) PIN-14 s o as. giver ‘oh the
shall be sealed and super scribed with Tender Enquiry .

i is d
enquiry/Tender Notice together with the date on which the tender opening Is due and
also the name of work. P

Bid should be submitted in two parts. : _ ‘ y
Part 1: Tender document fee & Earnest Money Depomtjjé,d‘\wmum%
Part-1I: Price bid. | ity % bl - .

i [ | _ _ -
Splitting of work: Chief Engineer/GGSSTP reserves the right to spllt up the work in the scope
of this contract among more than one contactor. S

Tender evaluations- The tender evaluation shall be done on the basis of overall lowest rates.

Tenders will be considered if the registration of the ﬁr i Aok s Ea ;
ey g m is done on or before the last date of

‘i A‘\(»\A/Q"P ‘
Dy. Chief Engineer/H w
GGSSTP, P.S.P.C.L s
P.O Ghanauli, Ropar-140113.
L N
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. Any other work required for completion of the job

SCOPE OF WORK

Annexure-I

Lay-out of pipe line having size 250mm & 200mm dia including underground/over-
ground erection as decided by Engineer-in-charge shall be in scope of contractor

For any underground pipeline, firm will back fill the area after completion of work &
make its surface same as before digging (or as desired by engineer incharge)
Laying of 204 mtr 250mm dia pipeline and 146 mtr 200 mm dia pipeline along with
associated auxiliary like valves, NRV etc and making any header will be in scope of
contractor.

If required pipeline shall be supported by cast-in-situ concrete blocks, as decided by
Engineer-in-charge. Each block shall not be distant more than 15 mtr from each
other. Pipeline shall be properly engaged with these blocks with Steel
support/clamps.

Pipe line after complete erection or during the works (as desired on the discretion of
Engineer in Charge) can be hydro tested (all arrangements has to be done by the
firm) at pressure (as decided by engineer in charge) as per pipeline requirement.
Length of pipeline can be decreased subject to site requirement Payment to
firm/contractor shall be made as per actual length laid.

Joining of pipe line by welding double layer will be done after making “V" with
grinder.

Marking on each line (Overhead/over-ground) ° showing direction/flow and
Description of pipe line is to be done clearly. |

In case, any new support is required for holding pipeline due to any change in the
route, the same has to be provided and the support structure will also be erected &
also to be painted after providing a layer of Antirust 'primer. (Material for support
structure will be provided by PSPCL).

The length of pipeline includes portions occupied by ‘accessories such as valves,
flanges, sockets, bends, tee-joints etc. to be erecteéd:t 1 L Lo

One coat of Antirust primer & two coat of red paint (1st Class) on pipeline
surface and supporting Steel structure after thorough cleaning with emery
paper & cloth (as per IS) will be in scope of contractor. The: paint'should be of
Nerolac/Berger/Asian make only. 135 = o ‘ ch

Any dismantlement, if required, shall be in scope 'of coritractor. Contractor will
arrange its own tractor-trolley to shift dismantled material from site to GGSSTP main
store. f b

I

as decided by Engineer~in—charge
will be in the scope of the firm. ! ‘ : .

Scope of Supply by Contractor

The firm shall arrange its own tools & tackles/T&P required for cuti indi
[ ! . _ | S cutting, grinding,
weld t & ifti ' '
_si(tee. Ing set & welding lead etc., lowering and liting/shifting the pipes to erection
The firm shall provide Labour and su v

_ pervision with ad
 to carry out the jobs to the entire sati 1

A quate knowledge and skill
sfaction of PSPCL
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Qlectrodes of good quality, grinding wheels, emery ptip?erao&?e”;n%%
 Daint, thinner, Nut-bolts, Thimbles, D A. gas, Oxygen gas etc

InSta”a.t'on of pipe/pumps and other works shall also be arranged by thsffg{:;é.me
Special Quality of Antirust Primer and paint/coal tar etc for pam“ir:ﬁing work .
Shall be arranged by the tenderers/Contractor before start of the fr?e scope of the
Any other ©ONsumable required for the entire scheme shall be in

flrm/Contractor. H

e same shall be
owever in case of shortage of any Bend th

; : transported or
rial shall be board's property and it shall be
store by firm/Contractor. other vehicle
nge its gwn Tractor-trolley, hydra-crane and any
g out work and shifting of material.

Ontractor will arra
required for carryin

PSPCL's Scope

_ ing the material shall,\
Available Compressed air, water, electricity and space for storing

) ite free of cost. Also,
be provided by PSPCL while carrying out the job at GGS_SZPfféf orfecost, suibfectita
electrical hoists/ cranes wherever installed shall be provide
its availability. . Engineer/
Accommodation, if available shall be provided to the Company g

i mnent
Supervisor/ Workers in GGSSTP Field Hostel / Subordinate Rest House on pay
basis. :

e &l
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ROUGH SKETCH OF FIRE LINE TO BE RE-ROUTED ( ERECTED

|
WP House
Stage 1}
:l >
g +“~
p————————
] S &
| R L on
i o - U
2 S € 220KVS/Y
. 220kV S/Y = T3
| v ian 3 du
| Stage-il DG Set BG Set uE; ¢ "J‘Vofosd by =&
| stage-lil Stage-it Hydrant & Emulsifier
| Underground Li to HFO Tanks
Underground \\~ 250/200 mm Proposed Line ines to
- ——— -
N1
[ T
| ROAD \,‘ ,‘ ROAD : ROAD
[} I
Fire Hydrant % 1 I
Line te CHP 4 Emulsifier line to various g
Unit-6 Unit-s Unit-4 Equipments at Stage-Il Unit-3
L-W]LJ Fire Hydrant line to various

auxiliaries of Stage-ll



PERFORMA FOR QUOTING RATES:

No.

hydrant system
roadside from unit

1.

Sr. | Description of work

Annexure-III

1 | Erection of MS pipe of fire 250

as per sketch attached at Cp- 200

~* Total Amount (In Figures) =

Total Amount (In Words) =

Pipe Size Lengthnaﬁa‘aﬁ;h Amount
inmm | (Mtr.) meter (Rs.)
204 B
_alongwith
-3 to unit-6 . ool
146
= = N NS SN e
Total Amount (Rs.) =

| Signature of the Tenderer.

. f
L Y

NOTE:- ‘

1. The rates should be quoted FOR GGSSTP site. Rk

2. Tentative rate should be exclusive Goods & Service tax. The tenderer should quote
GST (if any) separately. o .

3. The tender evaluation shall be done the basis of overall lowest rates.

4. This Performa for quoting rates is for Sample purpose. .

5. The firm may visit the site at GGSSTP before quoting the rates.

6. L-1 shall be considered on the basis of “Total Amount (overall rates)”. Work to be

done through single contractor/firm.
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